














Applicati� 12: COMBINING (SUMMING) THE BASS AND MELODY SIDES OF THE
CHAPMAN STICK TO ONE SINGLE OUTPUT. OTHER STEREO
INSTRUMENTS CAN BE USED IN THE SAME WAY.

THE -10 RCA OUT JACK IS  
STILL AVAILABLE FOR USE.

BUFFERED/EFFECTED
SIGNAL TO GUITAR AMP

FROM +4 BALANCED XLR
OUTPUT TO LO Z INPUT,

DAW, CONSOLE, PRO EFFECT,
POWERED SPEAKER, ETC.
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Ground Lift if needed. 
Output Pad +4 or -20 dBu as needed.
See page 5 for switch descriptions. 
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THE COMBINED SIGNALS ARE ALSO AVAILABLE 
TO SEND OUT FROM THE -10 RCA OUT (WHITE).

Applicati� 13: COMBINING (SUMMING) THE BASS AND MELODY SIDES OF THE
CHAPMAN STICK TO ONE SINGLE OUTPUT WITH EFFECTS

CHAPMAN STICK BASS SIDE
-10 RCA IN (RED)

CHAPMAN STICK
MELODY SIDE

02-102-1

1 2 3 4 5

1 2 3 4 5

EFFECTS 2EFFECTS 1

BUFFERED/EFFECTED
SIGNAL TO GUITAR AMP

FROM +4 BALANCED XLR
OUTPUT TO LO Z INPUT,

DAW, CONSOLE, PRO EFFECT,
POWERED SPEAKER, ETC.
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Ground Lift if needed. 
Output Pad +4 or -20 dBu as needed.
See page 5 for switch descriptions. 



EPI 2

Applicati� 14: USING 2 EPIs TO RUN EQUIPMENT SUCH AS PROJECTORS,
DVD, CD PLAYERS ETC., IN STEREO

PROJECTOR
OUTPUT LEFT

TO -10 RCA
IN (RED)

PROJECTOR
OUTPUT RIGHT
TO -10 RCA
IN (RED)

XLR OUT TO MIXER XLR INPUT
CHANNEL OF YOUR CHOICE

LEFT OUTPUT FROM MIXER TO
LEFT POWERED SPEAKER INPUT

RIGHT OUTPUT FROM MIXER TO
RIGHT POWERED SPEAKER INPUT

XLR OUT TO MIXER XLR INPUT
CHANNEL OF YOUR CHOICE
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Ground Lift if needed. 
Output Pad +4 or -20 dBu as needed.

See page 5 for switch descriptions. 

Ground Lift if needed. 
Output Pad +4 or -20 dBu as needed.

See page 5 for switch descriptions. 
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